
 
 
 
 
 
 

Bench-Top Hydraulic Comparator/Calibrator 

Model CALCOMP-HPB 
 

 
 
 

CALCOMP-HPB is the latest product developed by our company. This 

product uses high-quality aluminum, foreign advanced sealing technology, 

special processing technology and ultrasonic professional cleaning to 

completely remove the oil stain. It is a necessary equipment for the 

verification and maintenance of oil prohibited instruments in the 

measurement work of various industries. It is mainly used for the calibration 

of oil prohibited instruments and meters in aviation, aerospace, food, 

health, military industry, metallurgy and other measurement departments. 

 

 

Main Features 

The pressure transmission medium is clean and impurity free water 

(distilled water), which does not pollute the environment 

The oil-water isolator is eliminated, which avoids the pollution to the 

pressure source after the rupture of the isolation membrane in the oil-water 

isolator and the unsafe hidden danger after the oil inlet of the tested 

instrument. 

The special spiral pressure lifting device makes the pressure rise and return inspection stable and easy to operate. 

It solves the instability of traditional stop valve control back inspection. It has a tiled open structure and is easy to maintain. 

It has a unique exhaust mechanism, and there is no phenomenon that it is difficult to build pressure and pressure up. 

The medium is discharged to avoid the pollution of pressure source caused by the recycling of dirty medium. 

 

 
Specifications

 

Pressure Range : 0…700 bar 

Minimum Controlable Regulation : 0.001 bar 

Enviroment：Laboratory 

Media : Water / Oil 

Port : 3 x M20x1.5 Female

Overall Dimension : 430×365×23 mm 

Weight：10kg    

 

 

 

 
 

Calstrument Inc. 

2211 Stratus Dr. Oakville, ON Canada L6M 4W5 

TEL/FAX: +1-416-223-2701 

 

 
URL: http://www.calstrument.ca 

E-mail: sales@calstrument.ca
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